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Direct Video Input Selection
Movie and Sports Modes
Video Lock
PIP Sound

Key Features

Double Baffle Speaker System
Surround Sound
CYCLONE® Sub-Woofer System
StableSound®

Sub Bass System (SBS)

Advantage Toshiba
l FST PURE® flat tube delivers increased viewing angle, enhanced picture linearity, and

reduced light reflections for more accurate life-like images

l Heat resistant Invar Shadow Mask resists thermal expansion to enhance color 
reproduction and prolong tube life

l 3D Y/C  Digital Comb Filter with Vertical Contour Correction (4Mb, 10 Bit) analyzes multiple
fields of information to eliminate both video noise, such as dot crawl, color bleed and 
detail noise, seen as shimmering or flicker

l Front Panel A/V/S Input allows for easy connection of video games or a camcorder

36AFX62

FST PURE® Fine Pitch Flat Picture Tube
Black Level Expander
Color Temperature Control

36AFX62
Color Television



Technology and Benefits

FST Black® Picture Tube
High contrast picture tube provides a bright, sharp viewing
experience.

Black Level Expander
Improves contrast which results in a sharper, more 
3-dimensional picture.

Color Temperature Control (Warm, Medium, Cool)
The viewer can easily adjust white balance to achieve the
best picture possible regardless of room lighting.

Double Baffle Speaker System
Provides improved stereo sound reproduction without con-
necting additional speakers.

Surround Sound
Allows the viewer to enjoy an enhanced home theater
experience without the connection of additional speakers.

CYCLONE® Sub-Woofer System
Creates richer, deeper home theater sound.

StableSound®

maintains television volume within a preset range regard-
less of the source signal.

Direct Video Input Selection
Inputs can now be directly selected from the remote's num-
bered keypad without scrolling through all the inputs.

Movie and Sports Modes
Allows for instant video adjustments for optimum viewing of
popular types of programming.

Video Lock
Selected inputs can be locked out to prevent viewing

Closed Captioning on Mute
This feature automatically displays captioned information (if
available) when the mute button is pressed.
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Specifications
36" FST PURE® Fine Pitch Flat Picture Tube

Invar Shadow Mask

3D Y/C (4 MB, 10 Bit) Digital Comb Filter with Vertical

Contour Correction

Advanced Velocity Scan Modulation

Dynamic Quadruple Focus

TruView�

Color Temperature Control (Warm/Medium/Cool)

Flesh Tone Correction & Color Detail Enhancer

Video Noise Reduction

MTS Stereo/SAP with dbx

Double Baffle Speaker System

Surround Sound

CYCLONE® Sub-Woofer System

33 W Audio (Total)

Dual Tuner MultiWindow (9) PIP

Tri-Lingual Icon On-Screen Display

Closed Captioning on Mute

V-Chip

Sleep Timer

Channel Return

Power Return 

Noise Muting

Favorite Channel

Channel Labeling

Movie and Sports Modes

Video Labeling

Video Lock

Direct Video Input Selection

Individual A/V Settings by Input Type

StableSound®

PIP Sound

Tilt Correction

Front Panel A/V/S Input

Colorstream® Component Video Input

Rear A/V/S Inputs (2)

A/V Output

Variable Audio Output

Center Channel Audio Input

Illuminated A/V Universal Remote Control

Unit: 38-3/16" x 29-9/16� x 24-1/4" (w, h, d), 206 lbs.

Warranty: 1 Year Parts/Labor, 2 Years Picture Tube

UPC Code: 022265231968

Optional Stand: ST3662


